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4  l  MINING & CONSTRUCTIONTel: +27 (0)11 928 9700 • E-mail: sales@bellequipment.com
www.bellequipment.com

Strong Reliable Machines
Strong Reliable Support

Bell ADTs are designed and built in Africa, providing you with the lowest cost per ton solutions and the 
ability to face the challenges that the African mining industry can throw at you.

Safety is built-in meaning maximum operator protection, allowing them to focus on moving your 
payload.

Bell Equipment’s heritage in mining has driven innovation to develop the largest range of Articulated 
Dump Trucks in the market, all backed by a leading support network.

Built in 
Africa for 

Africa

Bell1492

Whatever your need, Bell has the right machine for you.

Strong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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B18E 6x4 ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM924LA
• Gross Power 160 kW @ 2 200 rpm
• Wheel Size 20.5R25
• Capacity - Heaped (SAE 2:1) 11 m3

• Rated Payload 18 000 kg
• Operating Weights Empty/Laden (6x4): 15 110/33 110 kg
• Length/Height/Width 9 271/3 454/2 550 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B20E 6x4 ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM924LA
• Gross Power 160 kW @ 2 200 rpm
• Wheel Size 20.5R25
• Capacity - Heaped (SAE 2:1) 11 m3

• Rated Payload 18 000 kg
• Operating Weights Empty/Laden (6x4): 15 260/33 260 kg
• Length/Height/Width 9 271/3 454/2 550 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B25E 6x4 ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 20.5R25
• Capacity - Heaped (SAE 2:1) 15 m3

• Rated Payload 24 000 kg
• Operating Weights Empty/Laden (6x4): 17 760/41 760 kg
• Length/Height/Width 9 953/3 373/2 850 mm
• Telematics Fleetm@tic® 24 months Classic

Standard Warranty 12 months, unlimited hours

ARTICULATED DUMP TRUCKS
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B25E ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5R25
• Capacity - Heaped (SAE 2:1) 15 m3

• Rated Payload 24 000 kg
• Operating Weights Empty/Laden (6x6): 18 910/42 910 kg
• Length/Height/Width 9 953/3 426/2 940 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B30E ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size 23.5R25
• Capacity - Heaped (SAE 2:1) 17,5 m3

• Rated Payload 28 000 kg
• Operating Weights Empty/Laden (6x6): 19 990/47 990 kg
• Length/Height/Width 9 953/3 426/2 940 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B30E (4x4) ADT

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size Front - 23.5R25, Rear - 875/65 R29
• Capacity - Heaped (SAE 2:1) 18,5 m3

• Rated Payload 28 000 kg
• Operating Weights Empty/Laden (4x4): 21 517/49 517 kg
• Length/Height/Width 9 193/3 426/3 270 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours
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B40E ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM471LA
• Gross Power 380 kW @ 1 700 rpm
• Wheel Size 29.5R25
• Capacity - Heaped (SAE 2:1) 24 m3

• Rated Payload 39 000 kg
• Operating Weights Empty/Laden (6x6): 32 233/71 233 kg
• Length/Height/Width 11 197/3 804/3 487 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B45E ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM471LA
• Gross Power 390 kW @ 1 700 rpm
• Wheel Size 29.5R25
• Capacity - Heaped (SAE 2:1) 25 m3

• Rated Payload 41 000 kg
• Operating Weights Empty/Laden (6x6): 32 326/73 326 kg
• Length/Height/Width 11 184/3 802/3 487 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours

B50E ARTICULATED DUMP TRUCK

• Engine Mercedes Benz OM473LA
• Gross Power 430 kW @ 1 700 rpm
• Wheel Size 875/65 R29
• Capacity - Heaped (SAE 2:1) 27,5 m3

• Rated Payload 45 400 kg
• Operating Weights Empty/Laden (6x6): 35 675/81 075 kg
• Length/Height/Width 11 272/3 822/3 832 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours
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B60E (4x4) ADT

• Engine Mercedes Benz OM473LA
• Gross Power 430 kW @ 1 700 rpm
• Wheel Size Front: 875/65 R29

Rear: Twin 24.00 R35
• Capacity - Heaped (SAE 2:1) 35 m3

• Rated Payload 55 000 kg
• Operating Weights Empty/Laden (4x4): 42 476/97 476 kg
• Length/Height/Width 11 114/4 212/3 832 mm (front)

11 114/4 212/4 444 mm (rear)
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months, unlimited hours
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B18E WATER TANKER

• Engine Mercedes Benz OM924LA
• Gross Power 160 kW @ 2 200 rpm
• Wheel Size 20.5R25
• Capacity 18 000 L
• Length/Height/Width 9 271/3 454/2 550 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

B25E 6x4, 6x6 WATER TANKER

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 20.5R25/23.5R25
• Capacity 23 000 L
• Length/Height/Width 9 953/3 426/2 940 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

B30E WATER TANKER

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size 23.5R25
• Capacity - Heaped (SAE 2:1) 27 000 L
• Length/Height/Width 9 953/3 426/2 940 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

WATER TANKERS
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B40E WATER TANKER

• Engine Mercedes Benz OM471LA
• Gross Power 380 kW @ 1 700 rpm
• Wheel Size 29.5R25
• Capacity - Heaped (SAE 2:1) 35 000 L
• Length/Height/Width 11 197/3 804/3 487 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

B45E WATER TANKER

• Engine Mercedes Benz OM471LA
• Gross Power 390 kW @ 1 700 rpm
• Wheel Size 29.5R25
• Capacity - Heaped (SAE 2:1) 38 000 L
• Length/Height/Width 11 184/3 802/3 487 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

B50E WATER TANKER

• Engine Mercedes Benz OM473LA
• Gross Power 430 kW @ 1 700 rpm
• Wheel Size 875/65 R29
• Capacity 43 000 L
• Length/Height/Width 11 272/3 822/3 832 mm
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours
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2304E ARTICULATED TRACTOR

• Engine Mercedes Benz OM924LA
• Gross Power 160 kW @ 2 200 rpm
• Net Power 152 kW @ 2 200 rpm
• Gross Torque 810 Nm @ 1 200 - 1 600 rpm
• Max Speed 43 km/h
• Wheel Size 23.5R25 SRG E3

Optional: 620/75R26, Dual 15x34
• Operating Weights Empty: 12 820 kg
• Length/Height/Width 6 767/3 517/2 752 mm (standard tyres)

6 767/3 500/3 772 mm (dual tyres)
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

2806E ARTICULATED TRACTOR

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Net Power 198 kW @ 2 200 rpm
• Gross Torque 1 100 Nm @ 1 200 - 1 600 rpm
• Max Speed 43 km/h
• Wheel Size Standard: 23.5R25 E3

Optional: Dual 15x34
• Operating Weights Empty: 13 920 kg
• Length/Height/Width 6 523/3 517/2 752 mm (standard tyres)

6 523/3 517/3 371 mm (dual tyres)
• Telematics Fleetm@tic® 24 months Classic
• Standard Warranty 12 months/2 500 hours

ARTICULATED TRACTORS
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Our new 
Kobelco 

SK220XD-10 
is loaded 

with features 
not usually 

found in 20t 
machines

• Reinforced boom and arm 

• Undercarriage guards and reinforcement

• Additional fuel and hydraulic filtration 

• Hydraulic efficiency and fuel savings

• Comfortable ROPS certified cabin 

• Reliable 4-cylinder Toyota Hino engine

New SK220XD Excavator 

Tel: +27 (0)11 928 9700 • E-mail: sales@bellequipment.com

www.bellequipment.com

TOUGHEST EVER

Strong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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SK55SRX EXCAVATOR

• Engine Yanmar 4TNV88-B
• Rated Power 29,6 kW @ 2 400 rpm
• Emmission Tier 3
• Boom Length 2 900 mm
• Arm Length 1 690 mm
• Breakout Force 35,2 kN
• Bucket Capacity 0,16 m3

• 3rd Function hyd piping Standard
• Shoe Width 400 mm
• Cabin Enclosed with airconditioner
• Operating Weight 5 160 kg
• Length/Height/Width 5 550/2 530/1 940 mm
• Telematics N/A
• Standard Warranty 12 months/2 500 hours

SK75SR EXCAVATOR

• Engine Isuzu AU-4LE2X
• Rated Power 42 kW @ 2 200 rpm
• Emmission Tier 3
• Boom Length 3 280 mm
• Arm Length 1 710 mm
• Breakout Force 52,7 kN
• Bucket Capacity 0,28 m3

• 3rd Function hyd piping Standard
• Shoe Width 450 mm
• Cabin Enclosed with airconditioner
• Operating Weight 6 940 kg
• Length/Height/Width 5 830/2 550/2 300 mm
• Telematics N/A
• Standard Warranty 12 months/2 500 hours

KOBELCO EXCAVATORS
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SK135SR EXCAVATOR

• Engine Mitsubishi D04FR
• Rated Power 74 kW @ 2 000 rpm
• Emmission Tier 3
• Boom Length 4 680 mm
• Arm Length 2 380 mm
• Breakout Force 90,1 kN
• Bucket Capacity 0,.5 m3

• 3rd Function hyd piping Standard
• Shoe Width 500 mm
• Cabin Enclosed with airconditioner
• Operating Weight 13 800 kg
• Length/Height/Width 7 410/2 820/2 490 mm
• Telematics N/A
• Standard Warranty 12 months/2 500 hours

SK135SR EXCAVATOR, Incl DOZER

• Engine Mitsubishi D04FR
• Rated Power 74 kW @ 2 000 rpm
• Emmission  Tier 3
• Boom Length 4 680 mm
• Arm Length 2 380 mm
• Breakout Force 90,1 kN
• Bucket Capacity 0,5 m3

• 3rd Function hyd piping Standard
• Shoe Width 500 mm
• Cabin Enclosed with airconditioner
• Operating Weight 14 500 kg
• Length/Height/Width 7 410/2 820/2 490 mm
• Telematics N/A
• Standard Warranty 12 months/2 500 hours
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SK210LC-10 EXCAVATOR

• Engine Hino J05ETG-KSSP
• Rated Power 118 kW @ 2 000 rpm
• Emmission  Tier 3
• Boom Length 5 650 mm
• Arm Length 2 400 mm
• Breakout Force 157 kN
• Bucket Capacity 1 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 21 200 kg
• Length/Height/Width 9 640/3 160/2 990 mm
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
• Additional Options Trenching bucket

SK220XD-10 EXCAVATOR

• Engine Hino J05ETG-KSSP
• Rated Power 118 kW @ 2 000 rpm
• Emmission  Tier 3
• Boom Length 5 650 mm
• Arm Length 2 400 mm
• Breakout Force 157 kN
• Bucket Capacity 1 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 21 800 kg
• Length/Height/Width 9 680/3 020/2 800 mm
• Telematics Kobelco Komex 
• Standard Warranty 36 months/5 000 hours 

(For 2022 only, 2023 will be 12 months/2 500 hours )
• Additional Options Trenching bucket
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SK260LC-10 EXCAVATOR

• Engine Hino J05E-TH
• Rated Power 137 kW @ 2 100 rpm
• Emmission  Tier 3
• Boom Length 6 020 mm
• Arm Length 2 500 mm
• Breakout Force 187 kN
• Bucket Capacity 1,4 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 25 800 kg
• Length/Height/Width 10 270/3 380/3 190 mm
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
• Additional Options Trenching bucket

SK300LC-10 EXCAVATOR

• Engine Hino J08E
• Rated Power 185 kW @ 2 100 rpm
• Emmission  Tier 3
• Boom Length 6 200 mm
• Arm Length 2 400 mm
• Breakout Force 208 kN
• Bucket Capacity 1,7 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 31 700 kg
• Length/Height/Width 10 830/3 460/3 190 mm
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
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SK380XDLC-10 EXCAVATOR

• Engine Hino J08E-UN
• Rated Power 191 kW @ 2 100 rpm
• Emmission  Tier 3
• Boom Length 6 500 mm
• Arm Length 2 600 mm 
• Breakout Force 252 kN
• Bucket Capacity 2.1 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 38 300 kg
• Length/Height/Width 11 380/3 640/3 260 mm
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
• Additional Options Rock bucket

SK520XDLC-10 EXCAVATOR

• Engine Hino P11C-WF
• Rated Power 257 kW @ 1 850 rpm
• Emmission  Tier 3
• Boom Length 6 500 mm 
• Arm Length 2 600 mm 
• Breakout Force 308 kN
• Bucket Capacity 3,4 m3 (Heavy Duty GP)
• 3rd Function hyd piping Standard
• Shoe Width 600 mm
• Cabin
• Operating Weight 52 700 kg
• Length/Height/Width 12 060/4 330/3 580 mm
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
• Additional Options Rock bucket
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SK850LC EXCAVATOR

• Engine Komatsu SAA6D140E-5
• Rated Power 370 kW @ 1 800 rpm
• Emmission  Tier 3
• Boom Length 7 250 mm ME*
• Arm Length 2 900 mm ME*
• Breakout Force 432 kN
• Bucket Capacity 5,1 m3 (Heavy Duty GP)
• 3rd Function hyd piping Optional
• Shoe Width 650 mm
• Cabin Enclosed with airconditioner
• Operating Weight 81 700 kg
• Length/Height/Width 13 590/4 850/4 400 mm (operating)
• Telematics Kobelco Komex 
• Standard Warranty 12 months/2 500 hours
• Additional Options Rock bucket
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Our motor graders have earned a reputation for exceptional control and grading precision without 

 
Ideally suited to contractors and municipalities, the 620G delivers optimum performance with fuel savings 
of up to 10% over our larger models. Loaded with proven features to boost productivity, 
maximise uptime and lower daily operating costs.

Performance
INTRODUCING NEXT LEVEL GRADING

Tel: +27 (0)11 928 9700 • E-mail: sales@bellequipment.com
www.bellequipment.com

Strong Reliable Machines
Strong Reliable Support

Bell Equipment, refining 
the future of motor graders.

Strong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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620G MOTOR GRADER

• Engine John Deere
• Net Power Max 138 kW
• Net Peak Torque 831 Nm @ 1 000 rpm
• Max Speed 45,5 km/h
• Driven Wheels 4
• Operating Weight 17 509 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

670G PLUS MOTOR GRADER

• Engine John Deere
• Net Power Max 172 kW
• Net Peak Torque 1 214 Nm @ 1 000 rpm
• Max Speed 45,5 km/h
• Driven Wheels 4
• Operating Weight 18 529 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

MOTOR GRADERS
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672G PLUS MOTOR GRADER

• Engine John Deere
• Net Power Max 172 kW
• Net Peak Torque 1 214 Nm @ 1 000 rpm
• Max Speed 45,5 km/h
• Driven Wheels 6
• Operating Weight 19 300 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

770G MOTOR GRADER

• Engine John Deere
• Net Power Max 172 kW
• Net Peak Torque 1 227 Nm @ 900 rpm
• Max Speed 45,2 km/h
• Driven Wheels 4
• Operating Weight 18 781 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours
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772G  MOTOR GRADER

• Engine John Deere
• Net Power Max 183 kW
• Net Peak Torque 1 288 Nm @ 900 rpm
• Max Speed 45,2 km/h
• Driven Wheels 6
• Operating Weight 19 604 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

872G  MOTOR GRADER

• Engine John Deere
• Net Power Max 205 kW
• Net Peak Torque 1 353 Nm @ 1 000 rpm
• Max Speed 44,5 km/h
• Driven Wheels 6
• Operating Weight 20 443 kg
• Turning Radius Max 7 210 mm
• Wheelbase 6 160 mm
• Blade Base 2 570 mm
• Length/Height/Width 9 990/3 180/2 640 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours



MINING & CONSTRUCTION  l  23

���������
��������
��������

������������
���
�������

��������

������������
�������������
������
	

Tel: +27 (0)11 928 9700. E-mail: JCBsales@bellequipment.com
www.bellequipment.com

CONSTRUCTION

DIG

LIFT

COMPACT

Strong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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1CX BACKHOE

• Engine Perkins 404D-22, naturally aspirated, 4 cylinder
• Gross Power 36.3 kW
• Net Torque 140 Nm @ 1 800 rpm
• Emission Rating Tier 3
• Transmission Hydraulic transmission
• Tyres 10.00X16.5
• Bucket - Standard Loader: 6 in 1, 0.27 m3, (1 580 mm wide)

Backhoe: 0.04 m3 (305 mm wide)
• Backhoe arm
• Cabin Canopy
• Hydraulic Supply Backhoe: Hammer, bi-directional circuit 

Loader: Aux circuit
• Loader Breakout force 2 350 kgf
• Backhoe Digging Force 2 201 kgf
• Telematics None
• Operating Weight 3 174 kg
• Length/Height/Width 3 500/2 250/1 560 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Full servo controls, 12 volt system, manual ISO controls, skid 

steer loader quick hitch, front and rear worklights, reverse 
alarm, isolator switch, large stabiliser feet, tool kit, 2.55 m 

JCB BACKHOES



MINING & CONSTRUCTION  l  25

2DX BACKHOE

• Engine KOEL 4R810, naturally aspirated, 4 cylinder
• Gross Power 36.9 kW @ 2 200 rpm
• Net Torque 203 Nm @ 1400 rpm
• Emission Rating Tier 3
• Transmission JCB Synchro-shuttle transmission
• Tyres Front: 10X16.5 (8 Ply). Rear: 17.5x24 (8 Ply)
• Bucket - Standard Loader: 0.6 m3 bucket

Backhoe: 0.057 m3 (400 mm wide)
• Backhoe arm
• Cabin Canopy with glass screen
• Hydraulic Supply None
• Loader Breakout force 2 610 kgf
• Backhoe Digging Force 3 120 kgf
• Telematics None
• Operating Weight 4 530 kg
• Length/Height/Width 5 500/2 650/1 880 mm
• Standard Warranty 12 months, unlimited hours
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3DX ECO (56 kW) BACKHOE

• Engine JCB Diesel engine 448, naturally aspirated, 4 cylinder,
4.8 litre

• Gross Power 56 kW @ 2 200 rpm
• Net Torque 301 Nm @1 200 rpm
• Emission Rating Tier 2
• Transmission JCB Synchro-shuttle transmission, 4 forward / 2 reverse, 

integral torque convertor
• Tyres Front: 12.5x18 (12 Ply). Rear: 16.9x28 (12 Ply)
• Bucket - Standard Loader: 1.10 m3 (GP)

Backhoe: 0.21 m3 (600 mm wide)
• Backhoe arm
• Cabin Enclosed, heater only
• Hydraulic Supply No additional hydraulic supply
• Loader Breakout force 6 500 kgf
• Backhoe Digging Force 5 700 kgf
• Telematics Livelink standard
• Operating Weight 7 800 kg
• Length/Height/Width 5 960/3 610/2 350 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Not available with aircon (low kW engine)
• Additional Options Refer to Soks chart
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3DX PLUS BACKHOE

• Engine JCB Dieselmax 444, turbocharged, 4 cylinder, 4.4 litre
• Gross Power 68.6 kW @ 2 200 rpm
• Net Torque 408 Nm @1 200 rpm
• Emission Rating Tier 2
• Transmission JCB Synchro-shuttle transmission, 4 forward / 2 reverse, 

integral torque convertor
• Tyres Front: 12.5x18 (12 Ply). Rear: 16.9x28 (12 Ply)
• Bucket - Standard Loader: 1.10 m3 (GP)

Backhoe: 0.21 m3 (600 mm wide)
• Backhoe arm
• Cabin Enclosed & air conditioned
• Hydraulic Supply 3 function loader hydraulics including pipework
• Loader Breakout force 6 500 kgf
• Backhoe Digging Force 5 700 kgf
• Telematics Livelink standard
• Operating Weight 7 800 kg
• Length/Height/Width 5 960/3 610/2 350 mm
• Standard Warranty 12 months, unlimited hours
• Additional Options Refer to Soks chart
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3CX GLOBAL BACKHOE

• Engine JCB Dieselmax 444, turbocharged, 4 cylinder, 4.4 litre 
• Gross Power 68.6 kW @ 2 200 rpm
• Net Torque 400 Nm @1 400 rpm
• Emission Rating Tier 2
• Transmission JCB Synchro-shuttle transmission, 4 forward / 2 reverse, 

integral torque convertor
• Tyres Front: 12.5x18 (10 Ply). Rear: 16.9x28 (12 Ply)
• Bucket - Standard Loader: 1 m3 (6-in-1 shovel, excl forks)

Backhoe: 0.21 m3 (600 mm wide)
• Backhoe arm
• Cabin
• Hydraulic Supply 3 function loader hydraulics
• Loader Breakout force 6 170 kgf
• Backhoe Digging Force 6 324 kgf
• Telematics Livelink standard
• Operating Weight 7 800 kg
• Length/Height/Width 5 620/3 610/2 350 mm
• Standard Warranty 12 months, unlimited hours
• Additional Options Refer to Soks chart
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3CX ECO BACKHOE

• Engine JCB Dieselmax 444, naturally aspirated, 4 cylinder, 4.4 litre
• Gross Power 63 kW
• Net Torque 362 Nm @ 1 200 rpm
• Emission Rating Tier 2
• Transmission JCB Synchro-shuttle transmission, 4 forward / 2 reverse, 

integral torque convertor
• Tyres Front: 12.5x18 (10 Ply). Rear: 16.9x28 (12 Ply)
• Bucket - Standard Loader: 1.10 m3 (GP)

Backhoe: 0.21 m3 (600 mm wide)
• Backhoe arm
• Cabin
• Hydraulic Supply No additional hydraulic supply
• Loader Breakout force 6 170 kgf
• Backhoe Digging Force 6 324 kgf
• Telematics Livelink standard
• Operating Weight 7 702 kg
• Length/Height/Width 5 620/3 610/2 350 mm
• Standard Warranty 12 months, unlimited hours
• Additional Options Refer to Soks chart
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3CX SITEMASTER BACKHOE

• Engine JCB Dieselmax 444, turbocharged, 4 cylinder, 4.4 litre
• Gross Power 68.6 kW
• Net Torque 400 Nm @ 1 200 rpm
• Emission Rating Tier 2
• Transmission JCB Synchro-shuttle transmission, 4 forward / 2 Reverse, 

integral torque convertor
• Tyres Front: 12.5x18 (10 Ply). Rear: 16.9x28 (12 Ply)
• Bucket - Standard Loader: 1 m³ (6-in-1 shovel, excl forks)

Backhoe: 0.21 m³ (600mm wide) 
• Backhoe arm Extendible dipper (extradig)
• Cabin
• Hydraulic Supply 3 function loader hydraulics with aux pipework
• Loader Breakout force 6 531 kgf
• Backhoe Digging Force 6 228 kgf
• Telematics Livelink standard
• Operating Weight 8 102 kg
• Length/Height/Width 5 620/3 610/2 350 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Tipping link with lifting kit and 5t lift shackle, Lifting kit 

sensors with 100 kg counterweight, telescopic steering 
column, toolbox

• Additional Options Refer to Soks chart
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4CX BACKHOE

• Engine JCB Dieselmax 444, turbo/intercooled, 4 cylinder, 4.4 litre
• Gross Power 74.2 kW
• Net Torque 425 Nm @ 1 300 rpm
• Emission Rating Tier 2
• Transmission Powershift transmission
• Tyres Front: 440/80X28    Rear: 440/80X28
• Bucket - Standard Loader: 1 m³ (6-in-1 shovel), including forks

Backhoe: 0.24m3 (800 mm wide)
• Backhoe arm Extendible dipper (extradig)
• Cabin
• Hydraulic Supply 3/8 loader hydraulic pipework
• Loader Breakout force 6 590 kgf
• Backhoe Digging Force 6 228 kgf
• Telematics Livelink standard
• Operating Weight 8 578 kg
• Length/Height/Width 5 910/3 970/2 330 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Tipping link with lifting kit and 5t lift shackle, telescopic 

steering column, toolbox, interior and exterior mirrors
(variety of factory build options available)
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406 WHEEL LOADER

• Engine JCB Diesel by Kohler - KDI 2504 M
• Gross Power 36.4 kW @ 2 600 rpm
• Net Torque 170 Nm @ 1 500 rpm
• Emission Rating Tier 3
• Transmission Hydrostatic
• Tyres 12.5X18
• Attachment Quick attach with 1.0m3 bucket & 1 200 mm forks
• Tipping Load Straight: 4 148 kg

Full turn: 3 191 kg
• Breakout Force 36.5 kN
• Pin Height 3 120 mm
• Cabin
• Telematics Livelink
• Operating Weight 4 907 kg
• Length/Height/Width 5 133/2 500/1 727 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options 3 Spool hydraulics, quick attach, quick attach bucket, quick 

worklights, lift safety strut, shovel level indicator

JCB WHEEL LOADERS
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422ZX WHEEL LOADER

• Engine JCB Diesel Max - TCAE
• Gross Power 93 kW
• Net Torque 525 Nm @ 1 300 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward 3 reverse gears
• Tyres 17.5X25, 20 Ply, L3 Bias
• Attachment 1.7 m3 bucket
• Tipping Load Straight: 7 500 kg

Full turn: 6 600 kg
• Breakout Force 102 kN
• Pin Height 3 794 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics None
• Operating Weight 11 900 kg
• Length/Height/Width 6 720/3 156/2 290 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Limited slip differential, reverse fan, joystick controls,

additional hydraulic function

432ZX WHEEL LOADER

• Engine Cummins 6B TA - A 5.9 C
• Gross Power 112 kW
• Net Torque 650 Nm @ 1 500 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward, 3 reverse gears
• Tyres 20.5X25, 16 Ply, L3 Bias
• Attachment 2.1 m3 bucket
• Tipping Load Straight: 8 738 kg

Full turn: 7 618 kg
• Breakout Force 132 kN
• Pin Height 3 810 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics Livelink
• Operating Weight 12 100 kg
• Length/Height/Width 7 163/3 250/2 400 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Additional hydraulic function, heavy duty axles, joystick 

controls, no reverse fan
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426ZX WHEEL LOADER

• Engine Cummins BTAA5.9C
• Gross Power 113 kW
• Net Torque 633 Nm @ 1 300 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward, 3 reverse gears
• Tyres 20.5 R25, L3 Radial
• Attachment 2.3 m3 bucket
• Tipping Load Straight: 9 687 kg

Full Turn: 8 273 kg
• Breakout Force 145 kN
• Pin Height 3 906 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics Livelink
• Operating Weight 13 215 kg
• Length/Height/Width 6 831/3 335/2 482 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Rear view camera, auto reverse fan, joystick controls, turbo 

precleaner

436ZX WHEEL LOADER

• Engine Cummins 6B5.9
• Gross Power 132 kW
• Net Torque 786 Nm @ 1 300 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward, 3 reverse gears
• Tyres 20.5 R25, L3 Radial
• Attachment 2.6 m3 bucket
• Tipping Load Straight: 11 057 kg

Full Turn: 9 199 kg
• Breakout Force 147 kN
• Pin Height 5 305 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics Livelink
• Operating Weight 14 564 kg
• Length/Height/Width 6 926/3 335/2 597 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Rear view camera, auto reverse fan, joystick controls, turbo 

precleaner
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455ZX WHEEL LOADER

• Engine JCB Dieselmax 672
• Gross Power 165 kW
• Net Torque 1 000 Nm @ 1 500 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward, 3 reverse gears
• Tyres 23.5 R25 L5 Radial
• Attachment 3.1 m3 bucket
• Tipping Load Straight: 12 276 kg

Full turn: 11 100 kg
• Breakout Force 164 kN
• Pin Height 4 107 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics Livelink
• Operating Weight 17 880 kg
• Length/Height/Width 7 984/3 370/2 702 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Heavy duty axles, additional hydraulic function, auto reverse 

fan, joystick controls

456ZX WHEEL LOADER

• Engine Cummins QSC 6 Cylinder
• Gross Power 160 kW
• Net Torque 994 Nm @ 1 400 rpm
• Emission Rating Tier 2
• Transmission Auto powershift, 4 forward, 3 reverse gears
• Tyres 23.5R25, L5 Radial
• Attachment 3.5 m3 bucket
• Tipping Load Straight: 14 392 kg

Full turn: 12 368 kg
• Breakout Force 143 kN
• Pin Height 4 304 mm
• Cabin Enclosed, AC, ROPS/FOPS
• Telematics Livelink
• Operating Weight 22 079 kg
• Length/Height/Width 8 520/1 400/2 702 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Heavy duty axles, belly guards, auto reverse fan, joystick 

controls, turbo precleaner
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467ZX WHEEL LOADER

• Engine Cummins QSM II, 6 Cylinder
• Gross Power 216 kW
• Net Torque 1 478 Nm @ 1 400 rpm
• Emission Rating Tier 3
• Transmission Auto powershift transmission, 4 forward, 3 reverse gears
• Axles Auto Diff Lock
• Tyres 26.5R25, L5 Radial
• Attachment 4.4 m3 bucket
• Tipping Load Straight: 17 008 kg

Full turn: 15 300 kg
• Breakout Force 175 kN
• Pin Height 4 350 mm
• Cabin
• Telematics Livelink
• Operating Weight 23 800 kg
• Length/Height/Width 8 686/3 939/2 955 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Heavy duty axles, belly guards, auto reverse fan, joystick 

controls, turbo precleaner
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Mini-55Z EXCAVATOR

• Engine Perkins 404D-22
• Gross Power 35.7 kW @ 2 600 rpm
• Net Torque 143 Nm @ 1 800 rpm
• Emission Rating Tier 3
• Boom length 2 866 mm
• Arm length 1 570 mm
• Breakout Force 42 kN
• Bucket Capacity 450 mm GP bucket
• 3rd Function Hyd Piping Hydraulic quickhitch ready pipework, hydraulic hammers
• Shoe Width 400 mm
• Cabin
• Telematics Livelink
• Operating Weight 5 366 kg
• Length/Height/Width 5 518/2 551/1 950 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Steel tracks, dozer blade, sun blind

JS140 EXCAVATOR

• Engine Cummins 4BT
• Gross Power 75 kW @ 2 200 rpm
• Net Torque 265 Nm @ 1 600 rpm
• Emission Rating Tier 0
• Boom length 4 700 mm
• Arm length 2 100 mm
• Breakout Force Bucket tearout 96 kNm / dipper tearout 170.7 kNm
• Bucket Capacity 0.63 m3 GP bucket
• 3rd Function Hyd Piping 3rd function hydraulics included
• Shoe Width 500 mm
• Cabin Air-conditioning
• Telematics Livelink
• Operating Weight 13 560 kg
• Length/Height/Width 7 630/2 874/2 490 mm
• Standard Warranty 12 months, unlimited hours

JCB EXCAVATORS
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JS205 EXCAVATOR

• Engine Cummins 6BT 5.9C
• Gross Power 120 kW @ 2 500 rpm
• Net Torque 542 Nm @ 1 600 rpm
• Emission Rating Tier 2
• Boom length 5 700 mm
• Arm length 2 400 mm
• Breakout Force Bucket tearout 129.5 kNm / arm tearout 114.7 kNm
• Bucket Capacity 1.02 m3 GP bucket
• 3rd Function Hyd Piping 3rd function hydraulics included
• Shoe Width 600 mm
• Cabin Airconditioning
• Telematics Livelink
• Operating Weight 21 500 kg
• Length/Height/Width 9 634/3 060/2 990
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Long undercarriage, refueling pump

JS305 EXCAVATOR

• Engine JCB Dieselmax 672
• Gross Power 165 kW @ 1 800 rpm
• Net Torque 960 Nm @ 1 800 rpm
• Emission Rating Tier 0
• Boom length 6 200 mm
• Arm length 2 500 mm
• Breakout Force 222.6 kNm
• Bucket Capacity 1.8 m3 HD Bucket
• 3rd Function Hyd Piping 3rd function hydraulics included
• Shoe Width 600 mm
• Cabin Standard climate control
• Telematics Livelink
• Operating Weight 31 700 kg
• Length/Height/Width 10 755/3 374/3 067 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options 6 Worklights, refueling pump
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940-4 ROUGH TERRAIN FORKLIFT

• Engine JCB Diesel TC-55
• Gross Power 55 kW
• Net Torque 327 Nm
• Emission Rating Tier 3
• Transmission 4 speed JCB Synchro Shuttle
• Hydraulics 221 bar, 55 l/min. Pipe burst protection on mask hydraulics
• Tyres 16.5/85-24 (8 Ply) Front, 10.5-18 (10 Ply) Rear
• Mast 3.6 m 2 Stage mast: 62" ITA industrial carriage (Class 3)
• Forks 125W x 50T x 1200L
• Cabin Airconditioned
• Operating Capacity 2.6 - 4 tonnes
• Lift height 3 600 mm
• Telematics None
• Operating Weight 7 500 kg
• Length/Height/Width 3 600/2 850/2 200 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options 2 Spool valve block, reverse alarm, battery isolator, front and 

& rear worklight kit, rotating beacon, double external side 
mirrors, mast mounted worklights, tool basket

ROUGH TERRAIN FORKLIFT
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541-70 TELEHANDLER

• Engine JCB Dieselmax
• Gross Power 63 kW @ 2 200 rpm
• Net Torque 400 Nm @ 1 300 rpm
• Emission Rating Stage II/Tier 2
• Transmission 4 speed powershift gearbox, torque converter
• Hydraulics 260 bar, 82 litres/min
• Tyres 15.5-25 12 Ply
• Stabilisers No
• Attachments

1m3

• Cabin Enclosed, tinted glass, heater and

• Max lift capacity 4 100 kg
• Lift height 7.0 m
• Telematics Livelink
• Operating Weight 7 850 kg
• Length/Height/Width 4 990/2 490/2 230 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Rotating led beacon 

Controls: manual 2 lever, 1 lever aux with placing pattern, 
worklights front and rear, boom worklights, aspirator pre 
cleaner, grease gun & cartridge, adjustable steering column, 
sun blind front and roof, mechanical recovery hitch

• Additional Options Factory build options available

TELEHANDLERS
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540-170 TELEHANDLER

• Engine JCB Dieselmax
• Gross Power 74 kW @ 2 200 rpm
• Net Torque 512 Nm @ 1 300 rpm
• Emission Rating Stage II/Tier 2
• Transmission 4 speed powershift gearbox, torque converter
• Hydraulics 260 bar, 90+72litres/min
• Tyres 15.5-25 12 Ply
• Stabilisers Stabiliser legs with sway control
• Attachments

1m3

• Cabin Enclosed, tinted glass, heater and airconditioner, ROPS/FOPS 

• Max lift capacity 4 000 kg
• Lift height 17 m
• Telematics Livelink
• Operating Weight 12 060 kg
• Length/Height/Width 6 360/2 690/2 440 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Rotating led beacon 

Controls: 1 servo lever, 1 carriage tilt lever, 1 aux lever, 
worklights front and rear, aspirator pre cleaner, grease gun 
& cartridge, adjustable steering column, sun blind front and 
roof, guard screen, roof and front, mechanical recovery hitch

• Additional Options Factory build options available

560-80 TELEHANDLER

• change 2023
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135HD SKID STEER

• Engine Perkins 404D - 22
• Gross Power 34 kW
• Net Torque 143 Nm
• Emission Rating Tier 3
• Transmission Hydrostatic
• Hydraulics 230 bar / 100 lpm
• Tyres 10 x 16,5-8 PR
• Cabin Canopy
• Attachments GP bucket, 1524mm wide
• Max lift capacity 612 kg
• Lift height 3 m
• Telematics None
• Operating Weight 2 770 kg
• Length/Height/Width 3 490/1 980/1 520 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Servo controls, 3 way, standard aux hydraulics, radial lift
• Additional Options Factory build options available

SKID STEERS
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155HD SKID STEER

• Engine Perkins 404D - 22T
• Gross Power 42 kW
• Net Torque 192 Nm
• Emission Rating Tier 3
• Transmission Hydrostatic
• Hydraulics 230 bar / 100 lpm
• Tyres 10 x 16,5-8 PR
• Cabin Canopy
• Attachments GP Bucket, 1 676mm wide, bolton edge
• Max lift capacity 703 kg
• Lift height 3 m
• Telematics None
• Operating Weight 2 990 kg
• Length/Height/Width 3 490/1 980/1 600 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Servo controls, 3 way, standard aux hydraulics, radial lift
• Additional Options Factory build options available
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Email: JCBsales@bellequipment.com
www.bellequipment.com

A winning 
combination of 

premium products 
and a great 

support network.
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COMPACTION

CT160-100

• Engine Kubota D1005
• Gross Power 14,2 kW @ 2 200 rpm
• Travel Speed 9 km/h
• Frequency: 50/66 Hz
• Amplitude: 0.35 mm
• Centrifugal Force: 10.9 kN/19.1 kN
• Gradebility (with vibration): 25 degrees (%)
• Drum width/diameter: 1 000 mm/580 mm
• Telematics Livelink
• Operating Weight 1 790 kg
• Length/Height/Width 2 140mm/2 485mm/1 090 mm
• Standard Warranty 12 months, unlimited hours

CT260-120

• Engine Kubota D1703
• Gross Power 18,2 kW @ 2 200 rpm
• Travel Speed 10 km/h
• Frequency: 50/66 Hz
• Amplitude: 0.51 mm
• Centrifugal Force: 23.6 kN/41.1 kN
• Gradebility (with vibration): 30 degrees (%)
• Drum width/diameter: 1 200 mm/700 mm
• Telematics Livelink
• Operating Weight 2 560 kg
• Length/Height/Width 2 490mm/2 510mm/1 295 mm
• Standard Warranty 12 months, unlimited hours
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116D

• Engine JCB Dieselmax TCA-85
• Gross Power 85 kW @ 2 200 rpm
• Emmission Tier 3
• Drive Hydrostatic direct drive
• Travel Speed 10.5 km/h
• Tyres 23.1-26/8PR AWT
• Frequency: 32 Hz/36 Hz
• Amplitude: 1.8 mm/0.8 mm
• Centrifugal Force: 256 kN/147 kN
• Gradebility (with vibration): 28.5 degrees (%)
• Drum width/diameter: 2100mm/1500mm
• Cabin Enclosed, aircon with ROPS/FOPS
• Telematics Livelink
• Operating Weight 11 920 kg
• Length/Height/Width 5 473mm/3 020mm/2 240 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options  

free centre joint
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VM166D

• Engine Cummins B 5.9 - 173C
• Gross Power 129 kW @ 2 200 rpm
• Emmission Tier 2
• Drive Hydrostatic direct drive
• Travel Speed 11.4 km/h
• Tyres 23.1-26/8PR AWT
• Frequency: 29 Hz/35 Hz
• Amplitude: 1.8/0.8mm
• Centrifugal Force: 301 kN/195 kN
• Gradebility (with vibration): 32 degrees (%)
• Drum width/diameter: 2 100 mm/1 500 mm
• Cabin Enclosed, aircon with ROPS/FOPS
• Telematics Livelink
• Operating Weight 15 520 kg
• Length/Height/Width 5 722 mm/2 935 mm/2 270 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Reverse alarm, SASS (switchable anti slip system),

maintenance-free heavy-duty articulated center joint and 
power steering, heavy-duty no-spin axle, avc (automatic
vibration control), hydraulically lifted hood, centralized 
service station for hydraulics, towing pump
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VM200D

• Engine Cummins B 5.9 - 150C
• Gross Power 129 kW @ 2 200 rpm
• Emmission Tier 2
• Drive Hydrostatic direct drive
• Travel Speed 11.8 km/h
• Tyres 23.1-26/8PR AWT
• Frequency: 29/35 Hz
• Amplitude: 2.0/0.75 mm
• Centrifugal Force: 370 kN/205 kN
• Gradebility (with vibration): 24 degrees (%)
• Drum width/diameter: 2 100 mm/1 600 mm
• Cabin Enclosed, aircon with ROPS/FOPS
• Telematics Livelink
• Operating Weight 18  530 kg
• Length/Height/Width 5 996mm/2 985mm/2 270 mm
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Compatronic compaction meter, road light kit, SASS 

(switchable anti slip system), maintenance-free heavy-duty 
articulated center joint and power steering,
heavy-duty no-spin axle, avc (automatic vibration control), 
hydraulically lifted hood centralized service station for 
hydraulics, towing pump, reverse alarm
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Bell Equipment SA is proud to distribute the compact 

and aggressive range of tracked mobile FINLAY crushers. 

Proven in the African market as the benchmark of 

mobile crushing in quarries, mines and recycling applications.

Crushing
it with

Tel: +27 (0)11 928 9700 • E-mail: sales@bellequipment.com
www.bellequipment.com

Strong Reliable Machines
Strong Reliable SupportStrong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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J-1160 Mk2 JAW CRUSHER

• Net Engine Power John Deere 6068 212 kW
• Operating Weight 35 350 kg c/w bypass conveyor and single pole magnet
• Jaw Chamber Inlet Opening 1 000 x 600 mm
• Hopper Capacity 8 m3 C/W Hopper extensions
• Maximum Closed Side Setting 145 mm
• Minimum Closed Side Setting 40 mm
• Telematics Finlay T-link
• Standard Warranty 12 months, 3 000 hours
•
•

Full hydraulic adjustable closed side setting
Reverse action for clearing blockages

J-1175 JAW CRUSHER

• Net Engine Power Caterpillar C9 Acert 261 kW
• Operating Weight 52 360 kg c/w bypass conveyor and single pole magnet
• Jaw Chamber Inlet Opening 1 070 x 760 mm
• Hopper Capacity 9 m3

• Maximum Closed Side Setting 145 mm
• Minimum Closed Side Setting 45 mm
• Telematics Finlay T-link
• Standard Warranty 12 months, 3 000 hours
• Reverse action for clearing blockages

JAW CRUSHERS
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J-1480 JAW CRUSHER

• Net Engine Power Caterpillar C13 328 kW
• Operating Weight 83 450 kg c/w bypass conveyor and single pole magnet
• Jaw Chamber Inlet Opening 1 415 x 820 mm
• Hopper Capacity 10 m3

• Maximum Closed Side Setting 225 mm
• Minimum Closed Side Setting 75 mm
• Telematics Finlay T-link
• Standard Warranty 12 months, 3 000 hours
• Reverse Action For Clearing Blockages

C-1540P CONE CRUSHER

• Net Engine Power Caterpillar C9 Acert 261 kW
• Operating Weight 40 220 kg c/w pre-screen
• Cone Head Diameter 1 000 mm
• Hopper Capacity 5 m3

• Maximum Closed Side Setting 36 mm
• Minimum Closed Side Setting 19 mm
• Pre-screen Size 6’ x 4’
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
•
•
•

“On The Fly” Hydraulic Adjustable Closed Side Setting
Metal Detection System
Controllable Discharge System To Purge Metal Contaminants

CONE CRUSHERS
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C-1540PRS CONE CRUSHER

• Net Engine Power Caterpillar C13 Acert 328 kW
• Operating Weight 50 760 kg c/w pre-screen
• Cone Head Diameter 1 000 mm
• Hopper Capacity 5 m3

• Maximum Closed Side Setting 36 mm
• Minimum Closed Side Setting 19 mm
• Pre-screen Size 6’ x 4’
• Recirculating Double Deck Screen 

System:
Top Deck: 12’ x 5’
Bottom Deck: 10’ x 5’

• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
•
•
•

“On The Fly” Hydraulic Adjustable Closed Side Setting
Metal Detection System
Controllable Discharge System To Purge Metal Contaminants

C-1550 CONE CRUSHER

• Net Engine Power Caterpillar C15 390 kW
• Operating Weight 56 500 kg
• Cone Head Diameter 1 300 mm
• Hopper Capacity 8 m3

• Maximum Closed Side Setting 44 mm
• Minimum Closed Side Setting 24 mm
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
•
•
•
•

“On The Fly” Hydraulic Adjustable Closed Side Setting
Metal Detection System
Controllable Discharge System To Purge Metal Contaminants
Optional pre-screen
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IMPACT CRUSHERS

I-120 IMPACT CRUSHER

• Net Engine Power C9 Caterpillar, 280 kW
• Operating Weight 37 000 kg c/w bypass conveyor and twin pole magnet
• Inlet Opening 1 130 x 800 mm
• Rotor Diameter/Width 1 033 mm /1 100 mm
• Hopper Capacity 5 m3

• Maximum Apron Settings 150 mm primary, 75 secondary
• Minimum Apron Settings 50 mm primary, 18 mm secondary
• 4 Bar rotor, 2 high/2 low standard
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours

I-120RS IMPACT CRUSHER

• Net Engine Power C9 Caterpillar, 257 kW
• Operating Weight 48 150 kg c/w bypass conveyor and twin pole magnet
• Inlet Opening 1 130 x 800 mm
• Rotor Diameter/Width 1 033 mm/1 100 mm
• Hopper Capacity 5 m3

• Maximum Apron Settings 150 mm primary, 75 secondary
• Minimum Apron Settings 50 mm primary, 18 mm secondary
• 4 Bar rotor, 2 high/2 low standard
• Recirculating Double Deck Screen 

System:
- Top deck: 12’ x 5’
- Bottom deck: 10’ x 5’

• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
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I-140 IMPACT CRUSHER

• Net Engine Power Caterpillar C15 403 kW
• Operating Weight 53 120 kg
• Inlet Opening 1 160 x 865 mm
• Rotor Diameter/Width 1 270 mm/1 220 mm
• Hopper Capacity 9 m3

• Maximum Apron Settings 200 mm primary, 100 secondary
• Minimum Apron Settings 75 mm primary, 20 mm secondary
• 4 Bar rotor, 2 high/2 low standard
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours

I-140RS IMPACT CRUSHER

• Net Engine Power Caterpillar C15 402 kW
• Operating Weight 72 300 kg
• Inlet Opening 1 160 x 685 mm
• Rotor Diameter/Width 1 270 mm/1 220 mm
• Hopper Capacity 9 m3

• Maximum Apron Settings 200 mm primary, 100 secondary
• Minimum Apron Settings 75 mm primary, 20 mm secondary
• 4 Bar rotor, 2 high/2 low standard
• Recirculating Double Deck Screen 

System:
Screen size: 14’ x 5’

single unit
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
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683 INCLINED SCREENER

• Net Engine Power Caterpillar C4.4 ATAAC 83 kW
• Operating Weight 24 250 kg
• Hopper Capacity 8 m3

• Double Deck Screen Box Top deck size: 12’ x 5’
Bottom deck size: 10’ x 5’

• Standard Warranty 12 months, 3 000 hours
• Hydraulic End Tensioning Bottom Deck

684 INCLINED SCREENER (3-Deck)

• Net Engine Power Caterpillar C4.4 ATAAC 83 kW
• Operating Weight 33 500 kg
• Hopper Capacity 8 m3

• Triple Deck Screen Box All decks 14’ x 6’7”
• Standard Warranty 12 months, 3 000 hours
• Hydraulic End Tensioning Bottom Deck

693+ INCLINED SCREENER

• Net Engine Power Caterpillar C4.4 97 kW
• Operating Weight 33 500 kg
• Hopper Capacity 8 m3

• Triple Deck Screen Box All decks 20’ x 5’
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
• Hydraulic End Tensioning Bottom Deck

SCREENERS
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693+ SPALECK

• Net Engine Power Caterpillar C4.4 97 kW
• Operating Weight 33 500 kg
• Hopper Capacity 8 m3

• Double Deck Screen Box All decks 20’ x 5’

• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
• Screwless Mounted Screening mats

694+ INCLINED SCREENER

• Net Engine Power Caterpillar C4.4, Acert 97 kW
• Operating Weight 39 250 kg
• Hopper Capacity 8 m3

• Triple Deck Screen Box All decks 20’ x 5’
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
• Hydraulic End Tensioning Bottom Deck

694+ DUAL POWER

• Net Engine Power Caterpillar C4.4 97 kW
• Operating Weight 40 000 kg
• Hopper Capacity 8 m3

• Triple Deck Screen Box All decks 20’ x 5’
• 2 x 37 kW IE2 electric motors
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
• Hydraulic End Tensioning Bottom Deck
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883+ HEAVY DUTY SCREENER

• Net Engine Power Caterpillar C4.4 83 kW
• Operating Weight 31 000 kg
• Hopper Capacity 10 m3 including extensions
• Double Deck Screen Box Both decks 16' x 5'
• Standard Warranty 12 months, 3 000 hours

883+ DUAL POWER

• Net Engine Power Caterpillar C4.4 83 kW
• Operating Weight 31 7500 kg
• Hopper Capacity 10 m3

• Double Deck Screen Box Both decks 16' x 5'
• Standard Warranty 12 months, 3 000 hours

883+ SPALECK

• Net Engine Power Caterpillar C4.4 83 kW
• Operating Weight 31 000 kg
• Hopper Capacity 10 m3

• Double Deck Screen Box Both decks 16' x 5'
• Standard Warranty 12 months, 3 000 hours

893 HEAVY DUTY SCREENER

• Net Engine Power Caterpillar C7.1 151 kW
• Operating Weight 48 000 kg
• Hopper Capacity 10 m3

• Double Deck Screen Box Top deck: 20' x 6'
Bottom deck: 18' x 6'

• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours
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TC-80 CONVEYOR

• Net Engine Power Deutz D2011 36,4 kW
• Operating Weight 16 750 kg
• Conveyor Length 22,8 m
• Maximum Discharge Height 10.41 m
• Belt width 1 050 mm
• Standard Warranty 12 months, 3 000 hours

TR-75 CONVEYOR

• Net Engine Power Caterpillar C4.4 62 kW
• Operating Weight 19 800 kg
• Conveyor Length 22,9 m
• Maximum Discharge Height 10.9 m
• Belt width 1 050 mm
• Standard Warranty 12 months, 3 000 hours

984 HORIZONTAL SCREENER

• Net Engine Power Caterpillar C7.1 151 kW
• Operating Weight 43 100 kg
• Hopper Capacity 8 m3

• Triple Deck Screen Box All decks 20' x 6'4"
• Telematics Finlay T-Link
• Standard Warranty 12 months, 3 000 hours

CONVEYORS
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Increased productivity with a quantum leap in ergonomics

Strong Reliable Machines • Strong Reliable Support
sales@bellequipment.com
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LOGGERS

225F CRANK LOGGER

• Engine Yanmar TNV98
• Net Power 45 kW @ 2 200 rpm
• Wheelsets - Front 460/85 x 30 14 Ply Trelleborg T410

Optional: 18.4 x 26 12 ply BKT Logger dual wheel
23.1x 26 16 ply Trelleborg T418

• Wheelsets - Rear 400/60-15.5 10 ply Trelleborg T404
Optional:  18.00 x 15.5 12 ply EcoAgri

• Operating Weight 5 467 kg
• Length/Width/Height 6 240/2 982/3 059 mm
• Cabin
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options

Wheelsets Front : 460/85 x 30 14 Ply Trelleborg T410
Rear: 400/60-15.5 10 ply Trelleborg T404

Worklights Halogen
Cab Base
Seat Rigid
Counterweight 4
Grapple #36LX, No damper (0,36 m2)
Worded Decals English decals
Boom Cranked
Log rest / Mirrors Mirrors

• Additional Options Fire extinguisher
Back-up alarm
Door switch
Reverse camera
Fleetm@tic®
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225FHP TURBO LOGGER

• Engine Yanmar TNV98T
• Net Power 57 kW @ 2 200 rpm
• Wheelsets - Front 23.1 x 26 16 ply Trelleborg T418

Optional: 460/85 x 30 14 Ply Trelleborg T410, 
18.4 x 26 12 ply BKT Logger dual wheel

• Wheelsets - Rear 18.00 x 15.5 12 ply EcoAgri
Optional:  400/60-15.5 10 ply Trelleborg T404

• Operating Weight 5 965 kg
• Length/Width/Height 6 232/2 982/3 397 mm
• Cabin
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options

Wheelsets Front Front: 23.1x 26 16 ply Trelleborg T418
Rear: 18.00 x 15.5 12 ply EcoAgri

Worklights - Forward Halogen
Cab Delux
Seat Suspension
Counterweights 6
Grapple #42LX, no damper (0,42 m2)
Worded Decals English decals
Boom Telescopic

Extension optional
Log rest / Mirrors Log rest

• Additional Options Fire extinguisher
Back-up alarm
Door switch
Reverse camera
Fleetm@tic®
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225FHP LOGGER (SA Spec)

• Engine Yanmar TNV98T
• Net Power 57 kW @ 2 200 rpm
• Wheelsets - Front 460/85 x 30 14 Ply Trelleborg T410

Optional: 18.4 x 26 12 ply BKT Logger dual wheel,
23.1x 26 16 ply Trelleborg T418

• Wheelsets - Rear 18.00 x 15.5 12 ply EcoAgri
Optional:  400/60-15.5 10 ply Trelleborg T404

• Grapple
• Operating Weight 5  467 kg
• Length/Width/Height 6 240/2 982/3 059 mm
• Cabin
• Telematics Fleetm@tic®

• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options

Wheelsets Front Front: 460/85 x 30 14 Ply Trelleborg T410
Rear: 18.00 x 15.5 12 ply EcoAgri

Worklights - Forward Halogen
Cab Base
Seat Rigid
Counterweights 6
Grapple #42LX, no damper (0,42 m2)
Worded Decals English decals
Boom Cranked
Log rest / Mirrors Log rest

• Additional Options Fire extinguisher
Back-up alarm
Door switch
Reverse camera
Fleetm@tic®
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TIMBER TRUCKS

TH302E HAULER 4x4

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 34 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated Payload 18 000 kg
• Length/Width/Height 9 926/2 963/3 400 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

TH302E HAULER 6x6

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 37 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated Payload 24 000 kg
• Length/Width/Height 10 558/2 963/3 636 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours
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TH302E HP HAULER 6x6

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 37 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated Payload 24 000 kg
• Length/Width/Height 11 179/2 963/4 123 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

TH403E HAULER 6x6

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 42,8 m3

• 2,4 m log lengths x 3 bunks, to 10 m single bunk
• Rated payload 28 000 kg
• Length/Width/Height 12 404/2 963/3 661 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

TH403EN HAULER 6x6

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 20.5 R25
• Indicative Bunk Volume 40 m3

• 3 m log lengths x 3 bunks, to 6 m single bunk
• Rated payload 24 000 kg
• Length/Width/Height 12 404/2 600/3 740 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours
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TF302E FORWARDER 4x4

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 34 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated payload 18 000 kg
• Length/Width/Height 10 547/2 963/3 918 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

TF302E FORWARDER 6x6

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 37 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated payload 24 000 kg
• Length/Width/Height 11 179/2 963/4 123 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

TF302E WDB FORWARDER 6x6

• Engine Mercedes Benz OM906LA
• Gross Power 205 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 37 m3

• 3 m log lengths x 2 bunks, to 6 m single bunk
• Rated payload 24 000 kg
• Length/Width/Height 11 179/2 963/4 123 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours
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MATRIARCH MT50FH FELLING HEAD

• Cut diameter 530 mm
• Saw unit Hultdins Supercut
• Saw chain 0.404 Pitch
• Saw bar 750 mm
• Height/Width/Depth 1 500 x 1 385 x 1 200 mm
• Rotator Indexator GV124S
• Rotation 360 degrees
• Gross weight 535 kg
• Standard Warranty 12 months/2 000 hours

TF403E FORWARDER 4x4

• Engine Mercedes Benz OM926LA
• Gross Power 240 kW @ 2 200 rpm
• Wheel Size 23.5 R25
• Indicative Bunk Volume 42,8 m3

• 2,4 m log lengths x 3 bunks, to 10 m single bunk
• Rated payload 28 000 kg
• Length/Width/Height 13 025/2 963/4 123 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months/2 500 hours

MATRIARCH TIMBER
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MATRIARCH FASTFELL

• Engine JCB Diesel Max 444 T2 NA
• Power 63 kW (84 hp)
• Drive system Hydrostatic, 2-speed gearbox, variable displacement,

axial piston pump
• Maximum speed 11 km/h
• Wheels Front : 23.1 - 26 (standard), 18.4 - 30 (option)

Rear: 400/60 - 15.5
• Felling head Free hanging felling head - Matriarch MT50FH
• Cut diameter 530 mm
• Saw unit Hultdins Supercut
• Rotator Indexator GV124S
• Operating weight 5 800 kg
• Overall width 3 000 mm (23,1 - 26)

2 700 mm (18,4 - 30)
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2 500 hours

MATRIARCH SKOGGER

• Engine JCB Diesel Max 444 T2 NA
• Power 74 kW (100hp) @ 2200 rpm
• Peak torque 425 Nm (315 lb-ft) @ 1 300 rpm
• Drive system Hydrostatic, 2-speed gearbox, variable displacement,

axial piston pump, 4WD
• Maximum speed 20 km/h
• Wheels Standard: 23.1 - 26 (16 ply)

Option: 18.4 - 30 (16 ply)
• Boom & grapple Overhead boom with dual lifting cylinders and internal 

hose routing
• Rotator Indexator GV12SA (standard), GV17SA 203 (optional)
• Grapple Matriarch MT500 (0,5 m2) including RE-GRIP Feature
• Operating weight 10 731 kg
• Working load limit 2 300 kg
• Overall width 3 000 mm (23,1 - 26)

2 700 mm (18,4 - 30)
• Cabin
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2 500 hours
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MATRIARCH LOGPRO

• Engine JCB Diesel Max 444 T2 NA
• Power 63 kW (84 hp) @ 2 200 rpm
• Peak torque 320Nm (236 lb-ft) @ 1200 rpm
• Drive system Hydrostatic, variable displacement, axial piston pump, 

2 WD 2-speed drive motors
• Maximum speed 15 km/h
• Wheels - Front 23.1 - 26 (standard),
• Wheels - Rear 500/50 - 17
• Grapple Free hanging timber grapple - Matriarch MT500 (0.5 m2)
• Rotator Indexator heavy-duty GV12SA
• Hydraulic tank capacity 100 litres
• Overall width 3 210 mm (2 960 turned in)
• Operating weight 8 136 kg
• Working load limit 1 750 kg
• Cabin
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2 500 hours
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Our best
tractor yet

• Four new models, two power ranges 
• Acclaimed engine and transmission • Best-in-class fuel economy 

• 15% Increase in stopping power • Unrivalled operator comfort

Strong Reliable Machines
Strong Reliable SupportTel: +27 (0)11 928 9700 • E-mail: sales@bellequipment.com 

www.bellequipment.com

Series V
Repowered

Strong Reliable Machines

Strong Reliable Supportwww.basadziplant.co.za

Tel: +27 12 998 8953  E-mail: sales@basadzi.co.za
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CANEPRO

MATRIARCH CANEPRO

• Engine JCB Diesel Max 444 T2 NA
• Power 63 kW (84 hp) @ 2 200 rpm
• Transmission Hydrostatic, variable displacement, axial piston pump, 

2 WD 2-speed drive motors
• Maximum speed 15 km/h
• Wheel Size Front 23.1 - 26
• Wheel Size Rear 500/50 - 17
• Grab Tilt function with replaceable tines and tine tips
• Grab capacity 0,7 sqm
• Operating Weight 8 072 kg
• Width 2 960 mm
• Maximum lift height 4 857 mm (measured under grab)
• Working load limit 1 750 kg
• Cabin
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2 500 hours
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UltECO5 SUGARCANE SLEW LOADER

• Engine JCB Diesel Max 444 T2 NA
• Rated Power 63 kW @ 2 200 rpm
• Transmission Hydrostatic, single speed, 2WD
• Maximum speed 11 km/h
• Wheel Size Front 18.4 - 30  (standard), 16.9 - 34 (option)
• Wheel Size Rear Dual 400/60 - 15.5
• Grab Wide with tilting function
• Grab capacity 0,38 m2

• Boom slew travel
• Push-piler

height adjustment
• Grab Optional - Dangle type, fore/aft pivoting
• Track width Standard - 2,74 m

Option 1 - 2,20 m
Option 2 - 2,10 m

• Operating Weight 7 050 kg
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2  500 hours

SUGARCANE SLEW LOADER
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UltECO6 4WD SUGARCANE SLEW LOADER

• Engine JCB Diesel Max 444 T2 NA
• Rated Power 63 kW @ 2 200 rpm
• Transmission Hydrostatic, 2 speed, 4WD
• Maximum speed 25 km/h
• Wheel Size Front Front: 23.1 - 26 (standard), 18.4 - 30 (option)

Rear: Dual 400/60 - 15.5
• Grab capacity 0.38 m2 (narrow machine), 0.42 m2 (wide machine)
• Boom slew travel
• Push-piler

positioning, hydraulic height adjustment
• Grab Dangle type, fore/aft pivoting
• Track width Standard: 2.74 m; Standard wide axles: 3.0 m

Option 1 - Narrow Axles: 2.1 m, 2.2 m, 2.3 m, 2.4 m
Option 2 - Wide axles: 3.2 m, 3.4 m

• Operating Weight 7 159 kg
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, 2  500 hours
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1406A/AF HAULAGE TRACTORS

• Engine John Deere 6068HF285
• Net Power 104 kW
• Transmission Allison #2500
• Electrical System 24 V
• Cab
• Fluid Capacity Hydraulic oil: 120 L

Diesel fuel: 160 L
• Operating Weight 1406A: 5 933 kg

1406AF: 6 956 kg
• Length/Width/Height 1406A: 4 697/2 510/3 104 mm

1406AF: 4 844/2 510/3 104 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Front wheelset:

1406A - 315/80R22.5,Goodyear
1406AF - 420/70R24 Trelleborg, TM700 
Rear wheelset:
1406A - 600/65R38, Michelin
1406AF - 580/70R38 Trelleborg, TM700
Ball Hitch, 1 aux

• Additional Options Belly plates
Trainer seat
Long range fuel tank

HAULAGE TRACTORS
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1736A/AF HAULAGE TRACTORS

• Engine John Deere 6068HF285
• Net Power 129 kW
• Transmission Allison #3000
• Electrical System 24 V
• Cab
• Fluid Capacity Hydraulic oil: 120 L

Diesel fuel: 160 L
• Operating Weight 1736A:  6 053 kg

1736AF: 7 076 kg
• Length/Width/Height 1736A: 4 697/2 510/3 104 mm

1736AF: 4 844/2 510/3 104 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Front wheelset:

1736A - 315/80R22.5,Goodyear
1736AF - 420/70R24 Trelleborg, TM700 
Rear wheelset:
1736A - 600/65R38, Michelin
1736AF - 580/70R38 Trelleborg, TM700
Ball hitch, 2aux

• Additional Options Belly plates
Trainer seat
Long range fuel tank
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125F CANE LOADER

• Engine Yanmar TNV98
• Governed Power 45 kW @ 2 200 rpm
• Wheelsets Front: 18.4 x 26 12 ply BKT.

Optional: Wheelset,Dual,18.4/15X26,12 Ply,BKT
Rear: 400/60-15.5,Trelleborg,T404

• Cabin
• Attachment Tilting Cane grab 0,36 m2

• Operating Weight 4 970 kg
• Length/Width/Height 5 720/2 982/3 064 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Front wheelset:

18.4X26,12Ply, BKT
Rear wheelset:
400/60-15.5, Trelleborg, T404
Halogen worklights
Rigid seat
English decals
Mirrors

• Additional Options Fire extinguisher
Back-up alarm
Reverse camera
Fleetm@tic®

CANE LOADER
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FORKLIFT

225F FORKLIFT

• Engine Yanmar TNV98
• Governed Power 45 kW @ 2 200 rpm
• Wheelsets - Front 18.4X26,12Ply, BKT

Optional: 400 x 15.5 10 ply Dual wheel
• Wheelsets - Rear 400/60 x 15.5 T404
• Working Load Limit 3,5 t
• Fork/Frames 1,5 m Class III Fork tyne

Wider option available
• Operating Weight 6 776 kg
• Length/Width /Height 5 739/2 711/2 569 mm
• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Front wheelset:

18.4X26,12Ply, BKT
Rear wheelset:
400/60-15.5, Trelleborg, T404
Halogen worklights
Cab with doors
Rigid seat
English decals

• Additional options Fire extinguisher
Back-up alarm
Reverse camera
Fleetm@tic®
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225F VERSALIFT

• Engine Yanmar TNV98
• Governed Power 45 kW @ 2 200 rpm
• Wheelsets - Front 18.4X26,12Ply, BKT
• Wheelsets - Rear 400/60 x 15.5 T404
• Operating Weight 4 620 kg
• Bucket 1,0 m3 Full width GP (2,6 m wide)
• Optional Fork/Frames Class II or III
• Optional Other Buckets

Brickgrab
Lift platform
Material handling
Boom
Lifting extension
Dangle grab
Log grab
Bag handling

• Telematics Fleetm@tic® optional
• Standard Warranty 12 months, unlimited hours
• Standard Fitted Options Front wheelset:

18.4X26,12Ply, BKT
Rear wheelset:
400/60-15.5, Trelleborg, T404
Halogen worklights
Rigid seat
English decals
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