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Who are we?

Basadzi Plant is a 100% black-women owned large retailer of
construction, earth-movers and materials-handling equipment. We are
based in Garsfontein, Pretoria and service largely Southern Africa.

Founded in 2018, we have since focused on the direct importers and
distributors of a large range of construction equipment nationally. Being
one of the few women-owned retailers in this segment, we have
identified unique opportunities and we know that we can offer our clients
greater value in service, product offering and favourable discounts.

We have access to large range of construction equipment and are able
to service/maintain the equipment for you with the manufacturers. We
provide excellent service and are customer centric given the dedication
our industry needs. Our business has grown at a substantial rate in the
past couple of years and we believe we will continue to grow and expand
more, over the coming years.

Our Vision is to be the largest Supplier of all construction equipment in
Africa by 2030 and we will do this through offering reasonable prices
and specific focus on customer service. We are passionate about what
we do and cannot wait to meet you as our client.
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Perkins water cooled
diesel engine

Plastic water tank

Imported motor,
double drums drive.

Imported motor, double
drums hydraulic vibration.

Imported hydraulic motor drives
the drum vibrating. Single drum

Hydraulic steering

and double drum vibration can be

switched freely

Imported hydraulic variable plunger pump

Double control handles with
vibration button

Extra—large plastic water tank, free
from corrosion and easy to spray

water

Ll o

Wear-resistant scraper,can lift up

Working lamps in the front and rear

Model FYL-1200
Walk Speed 0-12km/h Water Tank 200L
Gradeability 30-40% Hydraulic Oil Tank 48L
Drive Type Hydraulic Transmission Engine Model Perkins 403D-15
Vibration Caontrol Hydraulic Vibration Power 32.7HP
Static Linear Load 125/115N/ecm Steel Wheel Size p700X1200mm
Nominal Amplitude 0.5mm Package Size 2800X1515X2050mm
Vibration Frequency 60Hz Net Weight 2900kg
Exciting Force 2X30KN Starting Mode Electric
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Forward/backward,
infinitely variable
speed

Roll-over protective beam

Imported hydraulic motor

Hydraulic steering

Luxurious seal

Main Technical Parameters

Double deurm water spraying scraper claaning

——

_ Model | ———— — - ——
Walk Speed 'I'.'I-FBTmfh Engine Model Perking 403D-11 | Honda GX630 | China CF13
Gradeabiliry 30% Power 25HP 20HP 13HP

Drive Type Hydraulic Transmission Water Tank 1o0L
Vibration Type Hydraulic Vibration | Hydraulic Oil Tank BOL

Static Linear Load S5/70MN/cm Steel Wheel Size P5E0x900mm=2 or @560 1000mm=2
Mominal Amplitude 0.6mm Package Size 2500=1200=1750mm
\ibration Frequency 65Hz Working Weight 1700kg I 1500kg

Exciting Force 30N Starting Mode Electric
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Imported
vibrator motar

Roll-over protective
beam

Water spraying switch

Luxurious seat

Main Technical Parameters
T )
Walk Speed 0-6.5kmi'h Water Tank GOL
Gradeability 35% Hydraulic Oil Tank 35L
Ground Clearance 235mm Turning Radius 1420mm
Drive Type Hydraulic Double Brive Engine Model Diesel engine / Honda GX390
Vibration Type Hydraulic Vibration Power 11IHP/13HP
Static Linear Control 56M/em Steel Whee| Size ©540mm=E00mmx2
MNaminal Amplitude 0.5mm Package Size 2100=1000= 1850mm
Vibration Frequency TOHz Met Weight 100Ckg
Exciting Force 2BKN Starting Mode Electnic
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Walking Handle

/

f
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Hydraulic Steering

Water spraying switch luxurious seat LED'Lamp
Hydraulic motor,
Double Drum driving
I_,f_.'" A Main Technical Parame
Model GE
f / Walk Speed 0-5km/h Water Tank_ . BOL
Giradealiility 0% Hydraulic Oil Tank | 191
Drrive Type Hydraulic Transmission Enging Model i !]ieielﬂ-lﬂ;\r[m (X390
Vibration Control Electromagnietic Clutch  Power | SHPAIMP
Static Linear Load © 20/55Mfem Steel Wheel Size 540°740mm ©540*800mm-
Mominal Amplitude 0.6onm Package Size 210071000 1650mm
Vibration Frequency 70Hz Warking Weight 1000k
Exciting Force 25KM Starting Mode Hand and Electric
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FYL-860 Road Roller
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Main Technical Parameters

Walk Speed 0-5km/h ‘Water tank 20L

LED Lamp

Famous Diesel
Engine

FYL-850 Road Roller FYL-850S Road Roller

Main Technical Parameters

Walk Speed 0-Sken/h 0-Skm/h

Gradeability 30% Hydraulic Ol Tank 19L
Drive Type Full hydraulic drive Engine Mode! CF178F
‘Vibratlon Control Electromagnetic Clutch Power B.OHP
Static Linear Load S5M/em Steel Wheel Size PEATA0mm P25 ETSmm
Nominal Amplitude 0.5mm Size 1720X860X1400mm
Vibration Frequency TOHz Met Weight B00kg
Exciting Force 20KN Starting Mode Hand/Electric

Gradeability 30% 30%

Drive Type Hytirostatic Drive Hydrostatic Drive
Vibration Control Electromagnetic Clutch Electromagnetic Clutch
Static Linear Load 55N/cm S5N/em

nNominal Amplitude 0.5mm 0.5mm
Vibration Frequency T0Hz 70Hz
Exciting Force 20KN 206N
Water Tank a5L oL
Hydraulic Oil Tank 5L 5L
Engine Model Diesel CF178F Water-cooled Diesel CD180
Power B.OHP T.0HP
Steel Wheel Size p5S60X700mm p425X500mm
Package Size 1900X1100X1300mm
Net Weight 700kg
Starting Mode Hand and Electric | Hand and Electric
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FYLJ-S600C Road Roller

Main Technical Parameters

FYL-800 Road Roller

O-4iamifh

— oo
Wialk Spaed
Gradeability 0%
Drive Type Hydrostatic drive
Vibration Control Efactromagnatic Clutch
Static Linear Load 40N jzm
Mamingl Amphitude . Fmm
Vibration Frequency ToHz
Extiting Force 20K
Water Tank SO0
Hydraulic Ol Tank 0.3k
Engine Model CFT8E/CEL86F
Powar BOHF2O0HP
Sipe] Wheel Size DESINE00mmEE
Package Size 1450X500X1920mm
Nt Weight 550k
Starfing Mode Hand-and Electric
Original Imparted Hydraulic Lnit,
Variable Speed
Hydraulic molor, double drom driving.  Hydraulic steering
' N ] FYL-S600 Road Roller
Main Technical Parameters

Imporied variable piston pump

Walk Speed
Giradeability
_ Brve Type Hydraulic Station
Hydraulic steering button Vibeation and lamp switch Safety protection rod Vibistion Coniebd i fuidam i
Static Linear Load 53Nfem
; : - Nominal Amphiude 0.5mm
Main Technical Parameters T o o
: Exciting Forge 20KN
O-dkm/h Water Tank 201
Gradeability 30% Hydraulic O Tank 20L Hydratdic O Tank 21L
Drive Type Hydraulic Transmission Engine Model g;;gg CF186F W““;'D‘Lm"“ Faghne boas ey - isaad
- Power 8. 0HP fS.0HP /T.OHP/3500mm
Vibration Control Electromagnetic Clutch Power 13.0HP 3.0HP 9.0HP Steel Wheel Size v —
Static Linear Load T5M/cm Steel Wheel Size p350*635mm*2 Package Size 1450X1 100X 1200mm
Mominal Amplitude 0.5mm Package Size 1510XET0X1920mm Mat Weight 550kg
Vibration Frequency TOHz Met Weight T80kg T80kg E00kg Starting Mode HandjElectric
Esciting Force L 20KN Starting Mode Hand and Electric
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FYL-750 Road Roller

Walk Speed

Main Technical Parameters

0-4.5km/h

Gradeability 32%
s Hydraulic
Biive Type Transmission
Vibration Electromagnetic
Control Clutch
Static Linear Load B&Mcm
Nominal Amplitude: 0.5mm
Vibration Frequency 70Hz
Exciting Force 20KN
Water Tank 20L
Hydraulic
0il Tank Sk
‘Engine Model CHIES Hosvda
Power 6.0HP/90HP
Steel Wheel Size pSEOX740mm
Pacagesas | 100200
Net Weight $10kg
Starting Mode Electric

Vibration switch

FYL-700 Road Roller

Main Technical Parameters

Walk Speed O-4km/h
- Gradeability 30%

Cirive Type Hydraulic Station
Vibration Control Automatic Clutch
Static Linear Load 50N/cm

Nominal Amplitude 0.5mm
Vibration Frequency 70Hz
Exciting Force 20KM

Water Tank 20L

Hydraulic Oil Tank 16L

Engine Model _|CF178/HONDA GX270

Power B.OHPIOHP
Steel Whesl Size 1p560X700mm
Package Size 1250%1150X1350mm
Net Weight 500kg
Starting Mode: Hand/Electric

FYL-600 Road Roller

Accelerator

Water Tank

FYL-600C Road Roller

Electric Start

Walk Speed

Main Technical Parameters

0-3km/h

Gradeability 30%.

Drive Type Hydraulic Station
Vibration Control Automatic Clutch
Static Linear Load 40M/em

Maminal Amplitude 0.6mm
Vibration Frequenicy 70HZ
Exciting Force 15KM
Water Tank 17L
 Hydraulic Oif Tank 191
Engine Model HONDA GX160
Power 55HP
Stee| Wheel Size ip425X600mm
Package Size 1100X1000X1200mm:
Net Weight 325kg
Starting Mode Hand

Walk Speed

Main Technical Parameters

0-3km/h

Gradeability 30%

Drive Type Hydraullc Station
Vibration Control Autematic Clutch
Static Linear Load A0Nfcm

Nominal Amplitude 0.6mm
Vibration Frequency FOHZ
Exciting Force 15KN
Water Tank 17L
.H'f'dmulii: il Tank 191
Engine Model CF170 Diesel
Power 5.0HP
Steel Wheel Size p425X600mm
Package Size 1100X1000X1200mm’
Net Weight 325kg
Starting Mode Hand and Electric
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FYL-D600 Road Roller

Main Technical Parameters

Walk Speed 0-d4km/h
Gradeability 0%

Drive Type Hydrastatic Drive
Wibration Control Automatic Clutch
Static Linear Load 45N /em

Nominal Amplitude 0.6mm
Vibration Frequency 70Hz
Exciting Force 15KN
Water Tank 18k
e T Hydraulic Oil Tank 03L
Unikt, Varisble Speed Engine Model Honda GX160
Power 5.5HF
Stee| Wheal Size PpAZ5XB00mm
Package Size 1100X1000X1200mm
Net Weight 285kg
Starting Mode Hand
FYL-450 Road Roller
Main Technical Parameters
Walk Speed 0-3km/h
Gradeability 30%

Drive Type Hydraulic Statian
Vibration Control Automatic Clutch
Static Linear Load 40N/cm

MNominal Amplitude DBmmm
Vibration Fraquency T0Hz:
Exciting Force 15KN

Water Tank oL

Hydraulic Oll Tank 16L
Engine Model Honda GX180
Power 55HP
Steel Wheel Size Pa25X450mm

Package Size 750%7 50X900mm

Net Weight 200kg

Starting Mode Harid

Gasoline Tamping Rammer

Main Technical Parameters

Engine ' HONDA GX160

Robin EY20

Power 5.5HP 5.0HP
Jumping Height 45-70mm
Tamping Frequency 300-600/min
Plate Size 275'330mm
Tamping Power 15KM
Operate Weight B0kg
‘Packing size: 950°*500*620mm

Plate Compactor

Main Technical Parameters

Engine- HONDA GX160 [Frequency T0Hz
Powet 5.5HP Gradeability 25%
Working area |  430*550mm Starting mode Hand

Walking mode Forward Packingsize | 760*520°700mm
Exciting force 20KN Weight B5kg
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“FJZP=200.laser. Screetk
Full Hydraulic ;
| L

— L — - - Fo
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Light and Arm

Adjustment

]

‘Swing Right

and Left

Pitching Angle Adjustment

integrated computer controller

o S R -
Solid puncture—proot tyre

L

Auger paving

Steering Hydraulic
Cylinder

The: Laser scread machine is usedfor
concrete construction in' large -area such
as warkshop, supermarket, warshouse,
airport, square and o on,can mest the
construction requiremant of high flainass

and levelness for large area.

Imiported fpdraulic vahe

!’ o
/

Honda gasoline afging

High peessure watsf pump
ran clagn g maching a1 any e

Engne todel

Honda GX630, Elactric Start

2500mm
Gasoline Engine, - z
Typa OHV, double cglihder Faving Meoe Paving Auger
High Torgue
Power 20HP/2600rpm Power Auger Hdrailic Mator
Fuel Tank Capacity 40L Centrifugal Force 500N
Lubricant 15L Vibration Frequency 50Hz
Fuel Cansumptian 313 h Screed Head Type Swing type
Screed Plate Height 330mm
; Hydraulic metor, : ; :
Drive sl ] Paving Depth 30-200mm
Wheel Solid punciure proof tyre Transiational Range S00mm

0-70m/min

Microcomputer

Handle Control, CVT

T

Laser scanning

Plane, slope or dual slope
hree-dimensional)

Hydraulic Cantral

—— andWeight Power Hydraulic Motor
Dimensions 2554X2500X2360mm Theoretical Flow 20L/min
‘Weight 1080kg Rated Pressure IMPa
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P-220 LasegSseed

e L]

rd
T g

-
i~

‘Swing Right and Left

Four-wheel
Hydraulic Drive l

Auger paving Imiperted hydraulic valve Honda gasoline engine

Main Technical Parameters

. DR L. UL S r— :
Maodel Honda GX630, Electric Start Width 2500mm
Type Gasoline Engine OHV, double cylinder Paving mode Paving auger
Powar 20HP/3600rpm Auger power {High torque hydraulic motor
Fuel tank capacity 401 Centrifugal force S500M
Lubricant 1.5L Vibration frequency S0Mz
Fuel consumption 313g/kwh Screed head type Swing Type
E _ | Screed plate height 330mm
- Drive Four-wheel hydraulic motor Paving depth 30-200mm
Wheal Solid punciure-proof tyres Translational range S00mm
N Spead 0-50m/min = 5
trol = Forward, backward Electric proportional, CVT
Control mode Staaring Hydraulic control, Steering
Control effect Angle around 30
Hydraulic Steering D"Ez’i:;ﬁ“s quf;f;mmm
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FDJP-24D Laser Screed / Concrete Truss Screed

Main Technical Parameters

HONDA GX200 Electric Start

Engine Model
Type 4 Stoke, OHV, Single Cylinder Gasoline Engine
Power 2.8kw
Lubricant Volume 0.6L
Fuel Consumption 300g/kwh
Drive Reducer+Walking Motor
Wheel Solid Tire/ Beach Tire
Travel Speed 0-40m/min
Working Speed Sm/min
Screed Head Type Rocking type
Screed Width 2500mm il
Exciting Force 500N ’ = < ;
Vibration %re‘quency 50Hz Workshop Bridge construction site

Screed Plate Level Control

Electric Automatic Control

Control Type Microcomputer Laser Scan Main Technical Parameters
Operation Mode Walk-behind : T = .
Forward and Backward Switch Control, CVT — — — — e
Steering Hydraulic Control Engine Model HONDA GX160/Electric | HONDA GX270/Electric | HONDA GX390/Electric
‘Fuel Volume 12L Power 5.5HP/4.0kw 9HP/5.5kw 13.0HP/7.5kw
Hydraulic Qil Volume Working Width 4m-7m 8m-11m 12m-16m
Dimension (LxWxH) 2860X2280X1172mm Working Depth 260cm 260cm 260cm
Weight 240kg Vibration Frequency 70Hz 70Hz 70Hz
Standard Section '1000/2000mm 1000/2000mm 1000/2000mm
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e W w - \f T '
FRS-30 Raller Scneed e — e Concrete Trowel Machine
Used tnhaveo B R A Loe ooty
e _,' ,'::-‘;}‘ nr.l

Mdll'! Iecnn.kal Pammme:s

2 Wm-ic’ﬁg .
Power 9HP Depth 100mm
2 3mto 9m Waorking
Screed Length| = - ional Sred 3r/min
Screed 3
Dlderate 140mm Weight 6ikg

Main Techn cal Parameters

Ergm T~ HONDA GX35

Power 16HP
Warking Width 1-3m
Weight 25kg
Main Technical Parameters
Man* Tﬁt}"r"th.ctl Pa ameters Engine Model | Honda GX160 Honda GX160 Honda GX270 Honda GX390 Honda GX630/GX690

Mo <58 FZB-55C 0 Power 5.5HP 55HP 9.0HP 13.0HP 20HPf24HP

El'bg!ﬂt HGNDA GX:tEG Diesel CFITEIF o : — -

Power 5.5HP 5.0HP Sharate. @EOCm ®80cm/100cm ®120cm DBOcmx2 D100crm 2
Rico ] Lo 60Hz Net Weight 55kg 100kg 110kg 23y 3o
P;?:;mﬂgﬁ ®50mm ®50mm Package Size | 700%200%690mm|1150%1150x690mm | 1500%1500%850mm | 1690%860%1190mm. | 2010%1150%1100mm

Weight 25kg 30kg
Patkage Size | 480%580x580mm | 4B0x580x580mm
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Trailer Light Tower

Main Technical Parameters

Power*Lamp

Trailer Light Tower

Honda EG4000

KOOP KDF4000

KOOP KOF6700

Generator Set
Rated Power 3.0KW 3.0KW 5.0KW
Rated Voltage 220v 220V 2207
Continuous Werk 9h 10h 10h
Fuel Tank Capacity 24L 12,50 1250
Power*Lamp 400wx4 A00wxs 1000wxd
Lamp Frame S:sections elevating 5 sections elevating 5'sections elevating
Elevating Height 2500-7000mm 2500-7000mm 2500-7000mm
Walk Type Walk-behind/Trailer Walk-behind/Trailer Walk-behind/Trailer
faciiage Sive Main Machine | 1850x1100x2300mm | 1850x1100x2300mm | 1850x1100x2300mm
' Stanchion 440x440%A80m mixd 240%240%4B0mmx4 B00xB00XB00MmS
Met Weight 225kg 225kg 225ky

QC3850 1000wd
Engine :ﬂﬁi’?"ﬁﬂz Er;:e Lamp Frame 3 sections elevating
100w Elevating Height 8000mm
00 Walk Type Traller Type
Onie-way sitemator Main machine | 2500*1350°1400mm
oot Package Size | Stanchion 3400°860"400mm
Generator oo :
RSl Lamp 600°600°600°4
H Net Weight 1000kg
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Light Tower

Prevent fall
institutions

LED Optional

Manual lifting
mechanism

Grooving Machine

Main Technical Parameters

Honda GX630/ Kohler CHE40

Honda GX330

Height adjustable blades

. Engie
Power 20HP/20.5HP 13HP
———— Do | w180mm/g250mm o180mm Road Blower
FZM-1000A/4D0A, ~0 . -
= . Dﬂ e (Anti glare ball lamp) Gg?:rsg £ 35mm 50mm
Main rehmcal rar.ters o T s
o Package Size|  1200X950X1000mm _|650X1100K1000mm

Gnnt:u-set

iwmﬁ i ] a}

Rated power 2.0Kw 30w 3.0kw 5.0Kw 3.0Kw
__ Rated voltage 220V 220V 220V 2207 220V
Contifuous wark 13hr A3hr 13hr hr 13hr
TFuel tank capacity | T5U/1250 25L/1235L BL/125L 25L/16 250168 Main Technical Parameters
Power'lamp A00W =2 A00W =4 1000W =2 1000W =<4 1000W =2 - = - : e
A 5 3 i » 4 sactions Ao | FCF<360 FCR-450:
Lamp frame 4 sections elevating |4 sections elevating] 4 sections elevating | 4 sections elevating levat - = :

Elevating height | 1800-4800mm | 1800-4800mm 1800-5000mm 2000-5000mm__| 1800-5000mm Engine Honda GX160 Honda GX270
Anti-slope <10° <10 <10° <10° <10° Fan Blade Diameter 360mm 450mm
Anti-wind <B <6 <6 <8 <6 Rotate Speed 3600rpm 3600rpm
Walk type Hand push type Hand push type- Hand push type Hand push type | Hand push type - -

“Main 1300900 1300900 x 1300900 1300900 1300x900 Air Volume 4800m?/h 6800m*/h
maching SEOmm 950mm *S50mm {Biﬂmm x950mm Weight 65kg ankg
Package Stanchion 1750=500x% 1750500 1750:=500 1750=500 1750=500 — — ' =
ize 500mm x500mm «500mm *E00mMMm % EOOmm Package Size S00XB00XE00mm: | 1000X950X300mm
Lamip 440440 % 440x440x BO0=E00 600600 920450
480mmx2 480mm =4 *E00mm=2 *B00mm=4 *450mm
Net weight 165kg 175kg 210kg 230kg 210kg
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Asphalt Crack Sealing Machine

FGF-80

Main Technical Parameaters

'Gener del

FGF-100

Honda EC2500CL

Walking Mode Hand Push Hand Pull or Trailer Type
Material Tank Volume &0L 100L
Fuel Type Liquefied petroleum gas Diecel Burner
Heating Medium Conduction Oil Conduction Oil
Weight 165kg )
Package Size 1500x800x1250mm 2150%1250x1460mm
Material Hose Length g 4.5m

FGF-200

Main Technical Parameters

MareﬁaT‘u'nlume

Road Cutter

FQY-400

Main Technical Parameters

Engine

Main Techpical Parameters

Power | SHP 13HP 9HP
Blade . -
dinratas @400mm | PE00mm | DED0mm
S | asomm | 270mm | 170mm
Water
tank 40L 45L 45L
capacity
Starting : Hand and
e, Hand Hand Elestiin
Packing |1450*1000|1450*1000| 1450*1000
size | *1100mm | *1100mm | *1100mm
Weight | 130kg 135kg 145kg

FQY-S400

_kg :

Engine Model Honda GX270H1 Yammar three-cylinder diesel engine
Power B.6KW 16.5kw/22.5hp
Walking Mode Trailer Type Trailer Type/ Self-propelled Type
Fuel Tank 21L 100L
Burner Power 3.2Kva 282-103kw
Heating Temperature 180-220°C Adjustable 80-190°C Adjustable
Asphalt Purmp Flow -0-32L/h Adjustable 0-24L/min Adjustable

Hydraulic Oil Tank_

N/A

36l

Weight 3d0kg
Operation Weight 402kg 320kg
Cutting Diameter 750-1700mm 1200mm
Max Cutting Depth 120mm 150mm
Blade Diameter 350-400mm 350-400mm
Water Tank 50L 33
Engine HOMNDA GXE30/ Kohler CHE640 HONDA GX380
Power 20HP 13HP
Start Mode Electric Start Eleckric Start
‘Operate Mode Manual and Remaote Control hanual
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Road Scarifying Machine

Main Technical Parameters

Milling Width 300mm
Milling Depth 10mm
Blade Number 66 pieces
Weight 240kg
Packing Size 1300%670% 1250mm

Main Technical Parameters

Power ?.5 . 13HP
Milling Width 250mm
Milling Depth Smm
Blade Number 66 pieces

Weight 200ka 175
Packing Size 1400%700%1100mm:

Road Marking Machine
~Thermoplastic Type

Main Technical Parameters

Marking Width [ 00T, o0, 200mm,
Fire way switch Spraying Volume 100kg/ time
G ving Thickness L.0=3.0mm
Cylinder 5p r'ay,iFg Speed T5km/h
: FaSing Tevpeitie T80°C - 210C
; r A Heating Mode Liguefied Gas
Glass bead seed / :
: : l-. Weight 135kg
After the fire road Gtk s e
S0, 200mm 150mam;, 200mm,
300mm, 400mm, 450mm stipes.

Fall to the ground knife

Thermoplastic Paint
Pre-heater

Cuter Dimensions

Main Technical Paramieters

1900X1680X1630mm

1280x760%1660mm
Capacity(Melted Paint) 2x600kg 300kg
Engine 15HP Diesel Engine | 6.6P5 Diesel Engine
Capacity 600L 350L
Fuel Liquefied Gas Liguefied Gas
Stove Material Alloy Stainless Steel

:Ql.\anﬁty rag.rEun

Main Technical Parameters

Ma'rkmwidth 10~400mm (adjustable)
Spraying Thickness 0.2~0.4mm
Paint Pump Max Flow 5L/min
Max Qutput Pressure 250Bar
Mozzle Standard Configuration 0.019°
Max Nozzle Size 0.025"
High Pressure Pipe Length 15m
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Floor Grinder

Main Technical Parameters

Working Diameter | 300mm | 300mm
Motor Rotate Speed | 1410rpm | 1410rpm
Generator Brand SIEMENS | SIEMENS

Motor Power AKw 4Kw
Grinding Material |Diamond and Silica Sand
Weight _ 124kg | 130kg

FHP=30 FHP-40

Main Technical Parameters

Briggs&Stratton 18HP

Engine Briggs&Stratton 13.5HP
Weight 76kg 118kg
Size | 790%520*595mm 895%590*750mm
Output | 20-30lpm 30-40lpm
Pressure 155Bar 155Bar
Hydraulic reservoir capacity 13L 13L
Fuel tank capacity 6.5L 20L
Electronic starters | No Yes
Sound power level 88DB 95DB

Hydraulic Tools

‘Hydraulic Breaker

Weight |  90kg | 120kg 175kg  Weight 3kg ag | ekg
Cu;:.l_ng Width| 230mm | 370mm | 600mm dgr:":iiia A 31mm 31mm S
ﬂ‘:‘;‘r’:&?’ 7x1600BPM |11x1600BMP| 17x1600BMP S — — :
ST Producer | 06m7/Skg | 0.8m%/Skg 0.9m?/5kg
AT | 063Mpa | 063Mpa | 0.63Mpa = - —
Ll s _ a : ! 7 W"-{ﬁ'gg 31mm 65mm 100mm
Connect hose 30m | 30m 30m Width
‘Scabble depth| 1-3/5/10mm | 1-3/5/10mm | 1-3/5/10mm Cut depth 2-4mm 2-4mm 2-4mm

Hydraulic Circular Saw Hydraulic pile hammer Hydraulic Trash Pump.
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Road Breaker

Road Repair Machine

Main Technical Parameters

Tamping Frequency 1300/min
Tamping Pawer 55)
Clutch Rotate Speed 2450¢/min Main Technical Parameters
Oil Tank Capatity 1.2L
. . ‘Rated Frequency
Weight 28kg Brator ™ Rated Power
=T s e ey Maximum Power GKVA
Packing Size 810x380=280m Fuel Light Ol
Power Source | Single Phase, 230V =10%-
Heater 50Hz
Electrical Power 0.13KW
Consumption
Dimensions 6B1*530°571
Other. T Net Weight 125kg

Drilling Rig Machine

Asphalt/Concrete Mixer

Main Technical Parameters

Engine Honda GX390 Main Technical Parameters

‘Power 13HP —
Drilling Diameter 100-200mm Electric Motor Power
‘Speed 1400rpm Mix Weight 300kg
Weight 175kg Machine Weight 82kg

Package Size 1400x9001500mm Drum Diameter 650mm

Drum Length 820mm

Voltage: 220V,50-60Hz
Gearbox Rotate Speed 22r/min




